ACOUSTICAL WALL PANELING, 2" THICK - FABRIC WRAPPED ECO ELIMINATOR PANELS OR EQUAL AS APPROVED BY OWNER.

CUT OUT AROUND ALL WALL MOUNTED DEVICES, TYP. ATTACHED TO WALLS PER MANUFACTURERS INSTRUCTIONS.

EXISTING WALL TREATMENT TO REMAIN.

(E) SURFACE MOUNTED POWER, TO REMAIN, TYP.

ACOUSTICAL WALL PANELING, 2" THICK - FABRIC WRAPPED ECO ELIMINATOR PANELS OR EQUAL AS APPROVED BY OWNER.

CUT OUT AROUND ALL WALL MOUNTED DEVICES, TYP. ATTACHED TO WALLS PER MANUFACTURERS INSTRUCTIONS.

BASE TRAP IN ALL FOUR CORNERS, FLOOR TO CEILING TYPICAL "AURALEX LENRD - Charcoal". MODIFY TO FIT NON-SQUARE CORNERS AND BETWEEN WALL AND DOOR FRAMES.

REMOVE AND REINSTALL (E) SIGNAGE, SURFACE MOUNT TO ACOUSTIC PANEL.

DIFFUSION PANEL, "VICOUSTIC MULTIFUSER DC2 DIFFUSION PANEL - GRAY" 6 - 2'X2' PANELS, OR EQUAL AS APPROVED BY OWNER. ATTACHED TO WALL PER MANUFACTURERS INSTRUCTIONS.